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新型手持式仪表
C100 • C110 • C120
便携式数字测量仪
• 独特的拇指滚轮操作
• 内部集成时钟可定时关机 (日期/时间)
• Wahl热电阻和热电偶
• 大屏显带光显示
• °F/°C 可选
• 点击校准


WARRANTY
C100/C110


• C100   单通道PT100热电阻测量温度
• C110   双通道PT100热电阻或热电偶测量温度
• C120   双通道热电偶测量温度
规格
型号
传感器类型

工作温度
温度范围
传感器1显示
传感器2显示
电阻精度
热电偶精度
热电阻分辨率
热电偶分辨率

C100
3120.00
PT100
热电阻 (4 线)

32° -- 122°F

0°--50°C

传感器1
热电阻: -328°-- 932°F

-200°--500°C

热电阻
±0.1°C (-100° -- 200°C)

±0.2°C

±0.01°C


C110
3120.10
PT100 热电阻(4 线)

和热电偶
32° - -122°F

0° --50°C

传感器1
热电阻: -328°--932°F

-200° -- 500°C

传感器2

型号 K/J/N: -328° to 2192°F

-200° to 1200°C

型号 E: -454v to 1832°F

-270° to 1000°C

型号 R/S: -58° to 3218°F

-50° to 1770°C

型号 T: -454° to 752°F

-270° to 400°C

热电阻

热电偶
±0.1°C (-100° to 200°C)

±0.2°C

K/J/N/E ±(0.5°C, ±0.2% 读数)

R/S/T ±(0.5°C, ±0.3% 读数)

±0.01°C

0.1°C


C120
3120.20
热电偶
32° -- 122°F

0° -- 50°C

传感器 1 & 2

Type K/J/N:  -328° to 2192°F

-200° to 1200°C

Type E: -454° to 1832°F

-270° to 1000°C

Type R/S -58° to 3218°F

-50° to 1770°C

Type T: -454° to 752°F

-270° to 400°C

热电偶
热电偶
K/J/N/E ±(0.5°C, ±0.2% 读数)

R/S/T ±(0.5°C, ±0.3% 读数)

0.1°C



功能
电池寿命
尺寸、重量
可选配件


照明显示、最大值、最小值、平均值、时间日期、自动关机、华氏与摄氏可选
4 x 1.5V AA 碱性电池 (附带) /约 500 小时
5.78 x 3.35 x 1.46英寸(147 x 85 x 37 mm)

14 oun盎司ces (约. 400克)

#3120.50
输入连接器
#3120.CAS
一起及备件手提箱
Calibration Services Available
+86 21-5899-9124  •  FAX (021) 5899-9124*8008 • www.sensor99.com

Lufft C100系列 

高灵敏度的铂电阻探头和K型d偶探头
Lufft C100 系列手持式仪表使用了可互换的铂电阻与K型热电偶探头。

C100 使用的是铂电阻探头

C110 使用的是铂电阻与K型热电偶可互换探头

C120 使用的是K型热电偶探头
112LF
精度探针
202LF
Sensitive

Immersion

Probe


114LF
渗透率探针
204CTLF
Paddle Probe


121LF
Spring Tip

Surface Probe

205LF
Heavy Duty

Immersion

Probe Probe



302LF
Air/Gas Probe



123ULF
Right Angle

Surface Probe

铂电阻探头
112LF Fine Tip Penetration Probe for foods and other soft sub-

stances. 2.75" shank with 1" long tip. 450°F temperature limit with

	3 second response
	(2)

.


114LF Heavy-Duty Penetration Probe for plastic melts, rubber,

asphalt, frozen foods, or other semi-solids. Adjustable penetration

depth limiter. 900°F temperature limit with 3.7 second response(2).

4-1/2" shank length is 1/8" diameter with penetration tip.

121LF Spring Articulated Straight Surface Probe for molds, dies,

platens, electronics, machine housings and all other surfaces.

Spring tip allows conformity and maximum contact to measured

surface. 900°F temperature limit; 2-second response(1). 4-1/4"

shank, .25" diameter, straight tip design. Also with -12" and -18",

shank lengths.

123ULF Right Angle Fast Surface Probe with low-profile rigid 90°

bend. Sealed sensor design for rugged applications. 4" shank

length, straight tip. 900°F temperature limit with 3 second

response(1).

202LF Sensitive Immersion Probe with low mass .084" diameter 5"

long shank. Super fast response time of 1.4 seconds(2)for use in all

liquids and semi-solids. 900°F temperature limit.

204LF 12" Long Immersion Probe with 12" shank for baths, vats,

kettles and other deep vessels. 900°F limit with 2 second

response(2).

204CTLF Paddle Probe for crystallization and fluid temperatures

while agitating liquids. 3/4" wide paddle tip; .125" diameter. shank is

	10" long to the paddle tip. 900°F limit with 2 second response
	(2)

.


205LF Heavy-Duty Immersion Probe for solder baths, liquids or

granular materials, and gas. 8" shank. Also with -12",
-18", and -
24" shank lengths. All have .125" diameter tip. 900°F limit; 3 second

	response
	(2)

.


212LF Fully Immersible Probe for plating baths, dipping solutions,

brewing vats, storage vats and tanks. Temperature limit of 450°F; 2

second response(2). 12" length shank, .125" diameter with 10" Teflon

cable and no handle.

302LF Air/Gas Probe with perforated sensor shield to induce good-

velocity and to prevent radiation errors for ovens, stacks, ducts.

850°F temperature limit, 6 second response(3). 6-5/8" shank, 3/8"

diameter shield.
Platinum RTD Probes Response time legend (to 63%):

(1)
Measured on flat surface at 400°F

(2)
Measured in boiling water,(3)Measured in air at 10 fps



Type K Thermocouple Probes *
TC801LF Immersion Probe S.S. sheath with grounded junction and

1/8" diameter, 10" shank for fluids, corrosive mixtures, solder baths

and viscous materials  to 1600˚F. 6 sec. response(2). For 24" shank,

order LU801-24.

TC803LF Electronics Tip Probe for electronic and biological appli-

cations. Low mass, 0.032" diameter fine-point sensing tip measures

small components with minimal disturbance. Limit of 900˚F., 5 sec

response(1).

TC805LF Air/Gas Probe with perforated radiation shield over bare

head thermocouple junction for fast response and good accuracy in

high temperature radiation backgrounds. 8" shank, to 1200˚F, 45

sec. response in circulation oven. Available as LF805-24 with 24"

shank.

TC805FLF HVAC Test Probe Low-mass, high-response (10 seconds

in air) bare sensor protected by a Delrin guard. Temperature limit,

450°F. 6" shank.

TC814LF Hypodermic Probe for minimal disruption when inserted

into semi-solids up to 1000°F. 2-1/2" long stainless steel shank is

0.05" diameter. Sharpened tip yields extremely fast readings (0.5

second(2)response).

TC817LF Heavy-Duty Piercing Probe for plastic melts, rubber,

asphalt, frozen foods, or other semi-solids. Adjustable penetration

	depth limiter. 1000°F temperature limit with 4 second response
	(2)

.


4-1/2" shank length is 1/8" diameter with penetration tip.

TC861LF Pencil-Type Electronic Tip Probe with 7/16" hardened

shank, 0.032" diameter. for electronic component testing up to

600°F. Response of 2 seconds(1).

TC869LF 45˚ Spring Articulated Surface Probe provides certain

surface contact for platens, hot plates, molds, etc. to 1000˚F. 1/8"

diameter x 8" shank., 250" tip diameter. 4 sec.response(1).

Type K Thermocouple Probes Response time legend (to 99% of 212˚F)

(1) clean hot plate surface,

(2)
immersion in boiling water

(3)
immersion in liquid solder bath

*Type K Thermocouple Probes not pictured. To see pic-

tures of the Type K Thermocouple Probes see pages 14

and 15 of the Wahl Heat Prober Catalog.

Calibration Services Available
PW1401



+86 21-5899-9124  •  FAX (021) 5899-9124*8008 • www.sensor99.com
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新型手持式仪表
C200 • C210
便携式数字测量仪可测量温度与相对湿度

• 大屏显带光显示•  °F/°C 可选
• 独特的拇指滑轮操作
• 内部集成时钟可定时关机 (日期/时间)
• 1 通道校准温度  •  2 通道校准相对湿度
• C200  温度/相对湿度仪   固定探头
• C210  温度/相对湿度仪   活动探头
规格

C200 Temperature/Relative Humidity Meter

with Fixed Probe



型号
探针
工作温度
传感器外壳
响应时间

C200
5120.00
固定式


32° to 122°F

0 to 50°C

塑料网格
t90<10s

C210
5120.10
移动式
C210 Temperature/Relative Humidity Meter

with Flexible Probe


测温原理
测温范围
测温精度
测温误差
相对湿度测量原理
湿度测量范围
湿度测量精度
湿度测量误差
露点测量范围
电池寿命
功能
尺寸

负温热敏电阻

-4° to 122°F

-20° to 50°C

±0.3°C (0° to 40°C)

±0.5°C

0.1°C

电容
5 to 95% 

± 2% 

0.1%

-58° to 122°F

-50° to 50°C
4 x 1.5V AA碱性电池(附带) /约 500小时
稳定 最大值,最小值, 平均值,时间日期 自动关机, 单双通道, °C/°F, 

露点t(°C/°F), 绝对湿度 (g/m3),相对湿度 (%), 照明显示
5.78 x 3.35 x 1.46 i英寸 (147 x 85 x 37 mm)

14 盎司(approx 400g)

C200 系列配件
WARRANTY

3120.CAS
Carrying Case for Instrument and Accessories

5120.210
Metal Grid filter for Medium Dirt Protection

5120.211
SS Sinter Filter for High Dirt Protection

5120.KAL
Robust Calibration Block


5120.035
Calibration Solution 35% Relative Humidity

5120.050
Calibration Solution 55% Relative Humidity

5120.080
Calibration Solution 80% Relative Humidity

Calibration Services Available


+86 21-5899-9124  •  FAX (021) 5899-9124*8008 • www.sensor99.com


新型手持式记录仪
C300 • C310 • C320 • C330 • C340
便携式数字记录仪测量大气的压差与绝对气压
• 大屏显带光显示
• 可选F/°C 
• 独特的拇指滑轮操作
• 内部集成时钟可定时关机 (日期/时间)
• 单通道校准C300  •双通道校准 C310/320/330/340
• C300 大气压力测量仪  750--1100 mbar

• C310 压差计          -0.073 -- 0.073 psi

• C320 压差计          0 to 1.45 psi (hPa)

• C330 压差计          0 to 29 psi

C310 / C320 / C330 / C340压差计
• C340 压差计          0 to 72.5 psi

规格

WARRANTY
型号
工作温度

C300
2120.00

C310
2120.10

C320
2120.20
32° to 122°F

0° to 50°C


C330
2120.30

C340
2120.40

测量范围
750 to 1100 mbar
测量精度
±0.5hPa at 25°C

±1.0hPa for 0°C<T<50°C

大气压力误差
压差测量原理
压差测量范围


0.1 hPa


-0.073 to 0.073 psi



压阻
0 to 1.45 psi (hPa)



0 to 29 psi



0 to 72.5 psi

压差精度
压差误差

±0.2% 实测值
/25°C ±1 



0.1%


±0.2% 实测值
/25°C 

测量介质
功能
电池寿命
尺寸重量
配件


稳定 最大值, 最小值, 
平均值,时间日期, 
自动关机, /照明显示
4 x 1.5V AA 碱性电池

正常使用 > 500 小时

非刺激性气体
稳定 最大值, 最小值, 平均值, 时间日期, 自动关机, /照明显示
4 x 1.5V AA碱性电池

正常使用l > 100 小时
5.78 x 3.34 x 1.45 英寸 (147 x 85 x 37 mm)

14盎司 (约. 400g)

电池 便携包
Calibration Services Available
PW1402



+86 21-5899-9124  •  FAX (021) 5899-9124*8008 • www.sensor99.com 
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新型手持式记录仪
E200 袖珍型 数字记录仪
测量温度和相对湿度
适用与控制温湿度的建筑物、配电室、博物馆和仓库

•独特的拇指滑轮设计方便调节;功能齐全包括开/关 /手持 /最大值/ 
最小值 / 平均值 /°F / °C 可选/相对湿度/ 绝对湿度 /露点
    单通道温度校准 /单通道相对湿度校准.

•固定探头

•自动关机功能
规格
型号                         E200 5200.00
工作温度                        32 to 122°F   0 to 50°C
存储温度                        -22 to 140°F -30 to 60°C
功能               开/关 /手持 /最大值/ 最小值 / 平均值 /°F / °C 可选
/相对湿度/ 绝对湿度 /露点

                           单通道温度校准 /单通道相对湿度校准.

池寿命
                9V / >150 小时, 低 “BAT”指标, 自动关机
5120.210 


E200
尺寸重量
原理
测量范围
测量精度
误差范围
原理
测量范围
测量精度
误差范围
DA-110
5120.KAL
5120.035
5120.050
5120.080
5120.210
5120.211

6.88 x 1.89 x 0.98 inches

(175 x 48 x 25mm)

7.05 盎司(200 g)

温度
NTC热敏
-4 to 122°F

-20 to 50°C

±0.8°F (32 to 104°F) otherwise ±1.5°F

±0.4°C (0 to 40°C) otherwise ±0.7°C

0.1°C

相对湿度
电容
-5 to 95% r.h.

±2% r.h.

0.1% r.h.

配件
Zippered, Vinyl Carrying Case with Belt Loop

Robust Calibration Block

Calibration Solution 35% r.h.

Calibration Solution 50% r.h.

Calibration Solution 80% r.h.

Wire-mesh filter for medium dirt protection

Stainless Steel sinter filter for high dirt protection


有过滤网
隔离污垢
有保护探头作用
5120.211
不锈钢
高温烧结灭菌h
隔离污垢
保护作用
Calibration Services Available
+86 21-5899-9124  •  FAX (021) 5899-9124*8008 • www.sensor99.com
